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XIAMEN INNOVACERA ADVANCED MATERIALS CO.,LTD 

9C NO.56 YIBIN NORTH RD,HULI DISTRICT,XIAMEN,FUJIAN,CHINA 361006 

 

The following sample(s) was/were submitted and identified on behalf of the client as: 

Sample Description : CERAMIC DOSING PUMP 

SGS Ref No. : XMNHG1800925001 

Manufacture : XIAMEN INNOVACERA ADVANCED MATERIALS CO.,LTD 

Supplier : XIAMEN INNOVACERA ADVANCED MATERIALS CO.,LTD 

Country of Origin : CHINA 

Sample Receiving Date : Jul. 20, 2018 

Test Performing Date : Jul. 20, 2018 to Jul. 27, 2018 

Test Performed : Selected test(s) as requested by applicant 

Test Result(s) : For further details, please refer to the following page(s) 

 

Result Summary : 
 

 Test Requested Conclusion 
 

 European Council Directive 84/500/EEC & 2005/31/EC－Leachable Lead and  PASS 

 Cadmium 

 Leachable Cobalt PASS 

 

 

 

 

 

 

 

Signed for and on behalf of 
Xiamen Branch, SGS-CSTC Co., Ltd. 
 

 

 

  
Sharky Xia 
Approved Signatory  
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Test Results : 
  
 

Test Part Description : 
 

 Specimen No. SGS Sample ID Description Material 

 (claimed by the client) 

 SN1 XMN18-009250.001 Beige ceramic part Ceramic 

 
  

European Council Directive 84/500/EEC & 2005/31/EC－－－－Leachable Lead and Cadmium 
 

Test Method : As specified in EEC Directive 84/500/EEC & 2005/31/EC. Analysis was performed by  

 ICP-OES. 
 

Sample 001 Category 1 
 

 Vol. of 4%HAc used  Surface Area 

 for vessel(ml) (sq. dm) 

 1 120 0.72 

 

 Leachable Lead Leachable Cad- 

 (mg/dm²) mium(mg/dm²) 

 1 <0.1 <0.01 

 

 Limit 0.8 0.07 

 

Notes : 

 Category 1: Articles that cannot be filled and articles that can be filled, the internal depth of which does  

 not exceed 25 mm. 

 Category 2: Articles, not in categories 1 or 3, which can be filled. 

 Category 3: Cooking ware; packaging and storage vessels having a capacity of more than three liters. 

 
  
Leachable Cobalt 
 

Test Method : As specified in EEC Directive 84/500/EEC & 2005/31/EC. Analysis was performed by ICP  

 OES. 
 

Sample 001 Flatware 
 

 Vol. of 4%HAc used  Surface Area 

 for vessel(ml) (sq. dm) 

 1 120 0.72 
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 Leachable Cobalt 

 (mg/dm²) 

 1 <0.05 

 

 Limit 0.1 

 

Notes : 

 Limit = Recommended Limit  

 

 

Sample photo(s): 

 

 
XMNHG1800925001 

XMN18-009250.001 
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XMNHG1800925001 

 

The testing report/certificate only refers to the sample(s) tested. 

***End of Report*** 
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